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PROJECT CONTACTS

THE CONTACT PERSONS FOR DISTRICT #3 ARE AS FOLLOWS:

MR. CHARLIE WATKINS
DISTRICT ENGINEER
PHONE: (300) 513-73[1

MR. MAJID SHAKIB
ASSISTANT DISTRICT ENGINEER - TRAFFIC
PHONE: (301) 513-7358

MR. JOE GECKLE
UTILITY ENGINEER
PHONE: (301) 513-7350

MR. RICHARD L. DAFF, SR.
CHIEF, TRAFFIC OPERATIONS DIVISION
PHONE: (4/10) 787-7630

THE POWER COMPANY REPRESENTATIVE IS:
BALTIMORE GAS AND ELECTRIC COMPANY
MR. JOSEPH G. BUNCH

SUPERVISOR

INDUSTRIAL /COMMERCIAL SERVICES

NEW BUSINESS CONSTRUCTION
PHONE: (410) 859-3030

PROJECT DESCRIPTION

THIS PROJECT INVOLVES THE MODIFICATION OF THE TRAFFIC SIGNAL AT MD {97
AND B/W PARKWAY SOUTHBOUND RAMP A IN PRINCE GEORGE’S COUNTY.

MD 197 IS ASSUMED TO RUN IN A NORTH SOUTH DIRECTION.

INTERSECTION OPERATION

. NORMAL OPERATION

DURING TRAFFIC CONTROL STAGE 5 THE INTERSECTION WILL OPERATE IN A NEMA

(3) THREE-PHASE FULL-TRAFFIC-ACTUATED MODE WITH SOUTHBOUND AND NORTHBOUND
MARYLAND (37 APPROACHES OPERATING CONCURRENTLY. THE RAMP FROM B/W PARKWAY

APPROACH WILL OPERATE ALONE.

MAINTENANCE OF TRAFFIC

THE TRAFFIC CONTROL NUMBERS SHALL BE REFERENCED
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WIRING DIAGRAM

EQUIPMENT LIST
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B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR
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WIRING KEY
A} 2-CONDUCTOR ELECTRICAL CABLE c} 7-CONDUCTOR ELECTRICAL
(ALUMINUM SHIELDED) SPLICE CABLE (NO. 14 A.W.G.)

D;EJ%G} MICRO-LOOP PROBE SET
B} 5-CONDUCTOR ELECTRICAL

CABLE (NO.[4 A.W.G.} LW - LOOP WIRE (NO. 14 A.W.G.)
FS - EXISTING SERVICE
+ ~ YN, x 10 FT.GROUND ROD

CONSTRUCTION DETAILS
ML - MICRO-LOOP PROBE SET

REMCOVE SIGNAL HEADS 3 AND 4, SIGN NO. 7 AND MAST ARM.
INSTALL 24" WHITE REMOVABLE PREFORMED PAVEMENT MARKING TAPE (STOPLINE)
REMOVE 24" WHITE REMOVABLE PAVEMENT MARKING TAPE (STOPLINE).

FURNISH AND INSTALL &' X 30’ LOOP DETECTOR, ENCASED IN /4" FLEXIBLE
TUBING (3-6-3 TURNS) QUADRUPCLE TYPE.

FURNISH AND INSTALL I* LIQUID-TIGHT FLEXIBLE NON-METALLIC ELECTRICAL CONDUIT
{DETECTOE WIRE SLEEVE)

ABANDON LOOP DETECTOR.

REWIRE AND UNCOVER SIGNAL HEADS 3 AND 4 AND UNCOVER SIGN NOC. 7.
ABANDON MICRO-LOOP PROBE SET.

FURNISH AND INSTALL MICRO-LOOP PROBE SET WITH 500 FT.LEAD-IN.
FURNISH AND INSTALL MICRO-LOOP PROBE SET WITH {000 FT.LEAD-IN.

DISCONNECT EXISTING LOOP DETECTOR & SPLICE
NEW LOOP DETECTOR TO 2-CONDUCTOR CABLE.

CATEGORY

CODE NO.

800000

860265
800000
861107

861108

805160

862102

862/0l

14245

800000

800000

860265

QUANTITY DESCRIPTION

L.S. REMOVE AND DISPOSE OF EXISTING MATERIAL
AND EQUIPMENT

2 EACH RELOCATE EXISTING SIGNAL HEAD

4 S.F. RELOCATE EXISTING SIGN

35 L.F. FURNISH AND INSTALL ELECTRICAL CABLE -
5 CONDUCTOR (NO. 14 AWG)

BO L.F. FURNISH AND INSTALL ELECTRICAL CABLE -
7 CONDUCTOR (NO. 14 AWG)

22 L.F, FURNISH AND INSTALL [N, LIQUID TIGHT FLEXIBLE
NON-METALLIC CONDUIT FOR DETECTOR SLEEVE

1370 L.F. FURNISH AND INSTALL SAW CUT FOR SIGNAL
(LOOP DETECTOR)

510 L.F. FURNISH AND INSTALL LOOP WIRE ENCASED
IN FLEXIBLE TUBING (NO. 14 AWG)

52 L.F. FURNISH AND INSTALL 24" WHITE REMOVABLE
PREFORMED PAVEMENT MARKING TAPE (STOP LINE)

2 EACH FURNISH AND INSTALL MICRO-LOOP PROBE SET WITH
500 FT.LEAD-IN.

I'EACH FURNISH AND INSTALL MICRO-LOOP PROBE SET WITH
1000 FT. LEAD-IN.

I EACH FURNISH AND INSTALL LOOP DETECTOR SPLICE TO
EXISTING 2-CONDUCTOR ALUMINUM SHIELDED CABLE.
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